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Cap

1.660" 0.D. pipe, weighing 3.00 #/ft.
(Typical all longitudinal rails).

2.875"" 0.D. pipe, weighing 7.66 */ft.
(Typical all posts).

5:_O|/2//

2''-*6 gauge chain link
fence screen (5-0");

/2"base plate-see DETAL A Use double hex.nuts with

washers to align !5 base

¥y min. from top of base Dot

plate to top of anchor stud

~
N
o =, 4- %"$ anchor studs with hex.nuts
= and washers (top) and hex. nuts and
washers bottom of base plate and
Note: . bottom of anchor studs or 4- %% hex.
34" F-shape parapet with head anchor bolts (head embedded in
straight back shown, see concrete) with double hex.nuts and
Typical Section for exact | washers (top) ¥
parapet configuration. Varies 43,

|
—¢ e "¢ holes for %" ¢ z

anchor studs or bolts. N
FT' x 1'% 2" base plate
7 " |/
| 2 ‘ /2 TYPICAL SECTION
— | ———Front face of Scale: ¥,'=1"-0"
N ey ) parapet at top.
i - < ~ 2 875" 0.0. Post * As an option, the Contractor may set the
~ T ™ - N anchor studs after placing concrete barrier
:\N ~ \\@_W using 7" dia. cored holes and an approved
2 OS b e epoxy grout. Nuts and washers shall be omitted
- U . from the embedded ends of anchor studs. No
2| |1y 4, VA /2" ¢ hole in additional compensation will be allowed for this
—1/8 4 8 base plate option. L
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